
 
APPENDIX NO 4.1. POSITIONING OF RALLY STICKERS AND ADVERTISING 

PRIEDAS NR. 4.1. STARTO NUMERIŲ IR REKLAMOS TEKSTŲ IŠDĖSTYMO 

SCHEMA 

1. – door panels (2 per car): Two rectangular panels measuring 67x17cm including 1 

cm surround. Each of those panels shall comprise a matt black competition number 

box, which shall always be at the front of the panel. Numerals will be fluorescent 

yellow (PMS 803) 14 cm high and with a stroke width of 2 cm. The reminder of this 

door panel is reserved for the compulsory advertising of the Organizer. This 

advertising is DHL  (cutting not allowed) for both front doors of the car with the 

number facing the front of the car (7 to 10cm of the bottom line of the side 

window). Each panel shall be placed horizontally at the leading edge of each front 

door, with the number at the front. No signage other than the color scheme of the 

car shall be placed within 10cm of this panel. 

2. – front plate (bonnet, 1 per car):  

3. – rear window –An adjacent area of 15cm (cutting not allowed) shall contain a 

fluorescent orange (PMS 804) 14cm high competition number on a clear 

background. This number may be reflective and must be visible from the rear at 

eye level (as shown in the drawing). 

4. – plates (2 per car) with sponsor logos measuring 67 cm wide by 17 cm high, placed 

horizontally, under the door panel (1). Sponsor logos on the plates: Kroon Oil, GF 

Lizingas, Bags & More. 

5. – rear side windows (2 per car): Two competition numbers measuring 20cm high, 

with a stroke with of 25mm colored fluorescent orange (PMS 804) and may be 

reflective, one for each rear side window, adjacent to the crew’s names and 

national flags.  

6. – a 15cm stripe on the front windscreen (all participants, including “0” cars). 

Dimensions: 120x15cm 

 

  



 
APPENDIX NO 4. POSITIONING OF RALLY STICKERS AND ADVERTISING 

PRIEDAS NR. 4. STARTO NUMERIŲ IR REKLAMOS TEKSTŲ IŠDĖSTYMO 

SCHEMA 

1. – Priekinių durų lipdukai (2 automobiliui): Du stačiakampiai 67x17cm, įskaitant 1 

cm apvadą, lipdukai. Kiekviena lipdukas susideda iš matinės juodos spalvos startinio 

numerio langelį, kuris visuomet turi būti lipduko priekyje automobilio atžvilgiu. Skaičiai 

fluorescentinės geltonos spalvos (PMS 803), 14 cm aukščio ir 2 cm linijos pločio. Likęs 

šio lipduko plotas rezervuojamas organizatoriui. Šiame plote bus DHL.  

2. – Ralio emblema (automobilio variklio dangtis, 1 automobiliui).  

3. – galinis langas  – (1 automobiliui): vienas 15cm plote priklijuotas fluorescentinės 

oranžinės spalvos (PMS 804) 14 cm aukščio numeris ant permatomo fono. Šis numeris 

gali būti atspindintis ir turi matytis iš galo akių lygyje.  

4. – lipdukai su rėmėjų logotipais (2 automobiliui). Matmenys: 67cm pločio ir 17 cm 

aukščio. Klijuojama po šoninių durų lipduku (1). Rėmėjų logotipai: Kroon Oil, GF 

Lizingas, Bags&More. 

5. – galiniai šoniniai langai (2 automobiliui): Du startiniai numeriai kiekvienam 

galiniam šoniniam langui, kurių skaitmenys 20 cm aukščio, o skaitmens linijos plotis ne 

mažesnis kaip 25 mm, skaitmenys fluorescentinės oranžinės spalvos (PMS 804) ir gali 

būti atspindintys. Šie numeriai klijuojami ant galinio šoninio lango šalia vairuotojų 

pavardžių.  

6. – 15cm juosta ant priekinio lango, įskaitant „0“ ekipažus. Matmenys - 120x15cm.  


